John D. de Vries esq. Snippet from CD


ADJUSTMENT GUIDE

ND Filter is in front of the Photocell at all times except when the read button is pushed in the LO range.

R4 adjusts the top of the HI range (21).

R2 adjusts the bottom of the HI range (II)

R3 adjusts the top of the LO range(II)

R1 adjusts the bottom of the LO range(I0)

Note: R1 will be usually near at the end of its travel.

R5 adjusts the battery check reading. Set the pointer on the red mark at 2.70 VDC.

This is a semi spotmeter so a K factor of 1.0 is suggested.

[image: image1.jpg]Weston Ronger O Lightneter (Model 348) s/n 8206837 purchosed 1972

il .
—=%n

L

o—
M

"
MA—F
o .

S

2D Fiter is i fram of tho phorocel a ol tine. oxcapt shen tho raad bt i pishad on ho LO rango.
R o yats the 1op of the [l renge O B2 e jars she boiom of she H rege B
B3 adjata the 1op of the LO roe ) Rl ad s e botton of e LO rrge 0.

Bl taly bo o or ear tha'ond of e ot

RS ad e the btary ok raciig Set 20 poitar & on rod nark ot 270 VO

This 6 seri-spotmarr 0. K fctbr of 10 & sggesied

Use PXi2 o b PHI nerciy batares. Thara is 2 reqiarion 5o o vokage st bo carreet.

oy bo possl fo add reaudien b The g and uich crvangoren rekes fis dffet, Tho

el o e el Sl sk Eateres b o rein 11 e o ey oo

Fote undar he o cover (o . s, Cose erene a7 snor ¥ . Pots Hogad on bocrd.





[image: image2.jpg]ey,

&
H 9

- '.',‘50/,
o

[ -4

From 3 beausful Drisbergan-Rizenburg, Pesrl of the Utrechtzs Heuvelrug, Home of WestonMastar and Narweod Directar,
Crossroad t contemporary Pinhole 3nd Largs Format Photography.
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